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Examples for FLOWRIT feedin

JORZ FRQWURO JDWH

The settling chamber

W FRQGLWLRQV WKH PDWHUI
ARZ EHKDYLRU DW WKH )/#&

8SSHU GH DHUDWLRQ FR

$ HTXLOLEUDWLRQ FKDQ
DOORZV WR FRPSHQVDW
GLITHUHQWLDO ZLWK WK

Chains and rakes favor the de-aeration FRPSDUWPHQW

RI WKH PDWHULDO ZKLFK
by adjustable gates and a siphon type
ODE\ULQWK )URP WKHUH ¥opeE
HQWHUV WKH PHDVXULQJ EKDT P8
FOHDUO\ GH{QHG KHLJKW DQI& ZL RXW DQ
LQLWLDO KRULIRQWDO VSHHGHWWOLQJ FKDPEHU VLGH YLHZ

Technical Details

Material of construction for BY-PASS and measuring channels:
6WDLQOHVY 6WHHO $,6,

ODWHULDO RI FRQVWUXFWLRQ RU WKH OLQLQJ RI SDUWV LQ FRQWDFW
DSSOLFDWLRQ LH KLJKO\ DEUDVLYH PDWHULDOV

Compressed air supply requirement: 6 to 10 bars, R1/4»

$00 SQHXPDWLF GHYLFHVY SUHVVXUH UHGXFHUV SUHVVXUH JDXJHV DQ
panel at the back of the FLOWRIT.

Temperatures:

f& 7 f& KLIJK WHPSHUDWXUH YHUVLRQ
0 °C < T<60°C standard version

Protection class for electrical components on the FLOWRIT: , 3

'LPHQVLRQV DQG ARZUDQJH

Model Length Width Height Weight Inlet Cross Outlet Cross Flowrange
PP PP PP kg 6HFWLRQ PP 6HFWLRQ|PP
FLOWRIT 60 740 1440 200 / [ O / [ O W K j KP PD [
FLOWRIT 200 1600 860 2200 / [ + PD[/ [ O j P K PDJ[
FLOWRIT 400 1880 i / [ + PID[L 490 x | 860 i P K PD[
'LPHQVLRQV ZLWK VHWWOLQJ FKDPEHU IRU )/2:5,7 HW
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